
L  &  L L&L LOUVERS INC.
12355 DOHERTY STREET
RIVERSIDE, CA. 92503
(951) 735-9300 FAX:(951)735-4628
E-MAIL: info@louver1.com

 PROJECT:

 LOCATION:

 ARCHITECT:

 CONTRACTOR:

 CUSTOMER:  DATE:

MODEL FX-4004-R
ROUND FIXED ALUMINUM LOUVER

4" Extruded Standard 45° Blade

FRONT ELEVATION

Frame Depth
4" (100mm)

Opening Sill
(ref.)

Opening Head
(ref.)
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Channel Frame,
Extruded 6063-T5
Aluminum, .081"
Wall Thickness

Fixed Standard
Louver Blade
Extruded 6063-T5
Aluminum, .081"
Wall Thickness

Screen Mounting
Screws, #8 x1/2"
Hex Washer Head
TEKS 2 Plated
@ 24" O.C.

Screen Frame,
5052-H32 Aluminum,
.060" Wall Thickness

Removable Bird
Screen 1/2" Mesh,
.063" Aluminum Wire

TYPICAL VERTICAL SECTION
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LOUVER
BLADES

Removable Insect
or Bird Screen

Frame Face 1/2" (13mm)
1/8"Clr.
(3mm)

Opening Diameter

*Actual net louver size will be
1/4" under Opening Diameter.

Opening
Jamb
(ref.)

TYPICAL HORIZONTAL SECTION

Opening
Jamb
(ref.)

Diameter Varies
As Per Order


