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 ARCHITECT:

 CONTRACTOR:

 CUSTOMER:  DATE:

MODEL FG-4054PH-B
FORMED STEEL LOUVER PENTHOUSE

Mulled Panels with Boxed Corners
4" (100mm) Fixed 45° Baffle Blade

Frame Depth
4" (100mm)

LOUVER
BLADES
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Channel Frame,
Formed 18 GA. (.050)
Zinc-coated Steel

Fixed Baffle
Louver Blade
Formed 18 GA. (.050)
Zinc-coated Steel

Screen Mounting
Screws, #8 x1/2"
Hex Washer Head
TEKS 2 Plated
@ 24" O.C.

Screen Frame,
Folded 24 Ga. (.024")
Zinc-coated Steel

Removable Bird
Screen 1/2" Mesh,
19 Ga. (.042")
Zinc-coated
Steel Wire

FRONT ELEVATION

TYPICAL HORIZONTAL SECTION

TYPICAL VERTICAL SECTION

Support Angle
2" x 2" x 1/4"
Steel

Mullion Cover
(Typ. Front)
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Support Angle Intermediate

Support Angle
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Boxed Corner
Formed 18 Ga. (.050)

Zinc-coated Steel
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 6" (150mm)
Intermediate

Support Angle
Extension

Corner Angle
Extension

Boxed Corner
(Typ.)

Removable Roof
Formed 18 GA. (.050)
Zinc-coated Steel

45°


